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HD-10

With the OptoLux headlight, professionals in all fields can comfortably experience bright, shadow-free, 
and long-lasting illumination with unrestricted mobility. With 4 adjustable light intensities and a near 
perfect white beam, OptoLux is ideal for the inspection and operation of small areas.

LED Head Light

OptoLux

4 Brightness Full Charge

3HR

Color Temperature

6350K~

7000K
Interchangeable Clips

3 W (white LED)

122 lm ( 20,000 Lux @ 250 mm)≈

6350 ~ 7000K (pure white) 

≈420 mm

≈100 mm @ distance of 250 mm  

7.4V, 1700 mAh
AC100V ~ 240V 50/60Hz

DC 9V         1.3A

14 x 26 mm

20 g

82.6 x 61.3 x 33 mm

165 g

Superior Brightness

Using the latest LED technology, the light beam delivers 

shadow-free illumination with a constant and steady output. 

Pure White Light

Aids in the matching of dental colors. 

4 Adjustable Light Intensities

40% - 60% - 80% - 100%

Rechargeable Lithium-Polymer Battery

Can be used continuously for up to 8 hours on a full charge.

Headpiece & Mounting Clip

Lightweight headpiece can be easily attached to all headwear 

via the assorted clips included with each unit.

Specifications:

*Magnifying glasses not included

Monitex reserves the right to explain discrepancies of the product which may be caused by weather, temperature, materials used, and all other factors. Specifications are subject to revision without prior notice.
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